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Various articles
DLB DKO Swiveling * Light Series * 90 ° Interlock

To be mounted with hose types GH506 (B) / FC325 / GH810 / GH213 / GH466 (B)

PAY ATTENTION! Maximum working pressure according to standard.



Various articles
RVS 4SH & 6SP FJB JIC wartelend 37° flare * 90° * Interlock



Various articles
GE Rechte inschroefkoppeling Metrische buitendraad, cylindrisch *
Rubber afdichting
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0414-0023-0610 M10x1 500 8 23 8,5 15 GE6LM10ED L6 14 14

0414-0023-0814 M14x1,5 500 12 25 10 50 GE8LM14ED L8 19 17

0414-0023-0816 M16x1,5 400 12 26,5 11,5 70 GE8LM16ED L8 22 17

0414-0023-1012 M12x1,5 500 12 26 11 25 GE10LM12ED L10 17 19

0414-0023-1014 M14x1,5 500 12 26 11 50 GE10LM14ED L10 19 19

0414-0023-1016 M16x1,5 400 12 27,5 12,5 70 GE10LM16ED L10 22 19

0414-0023-1018 M18x1,5 400 12 27,5 12,5 90 GE10LM18ED L10 24 19

0414-0023-1022 M22x1,5 400 14 29 14 130 GE10LM22ED L10 27 19

0414-0023-1210 M10x1 400 8 26,5 12 15 GE12LM10ED L12 19 22

0414-0023-1212 M12x1,5 400 12 27 12,5 25 GE12LM12ED L12 19 22

0414-0023-1214 M14x1,5 400 12 25,5 11 50 GE12LM14ED L12 19 22

0414-0023-1218 M18x1,5 400 12 27 12,5 90 GE12LM18ED L12 24 22

0414-0023-1222 M22x1,5 400 14 28,5 14 130 GE12LM22ED L12 27 22

0414-0023-1516 M16x1,5 400 12 28 13 70 GE15LM16ED L15 24 27

0414-0023-1518 M18x1,5 400 12 28,5 13,5 90 GE15LM18ED L15 24 27

0414-0023-1522 M22x1,5 400 14 30 15 130 GE15LM22ED L15 27 27

0414-0023-1526 M26x1,5 250 16 30 15 180 GE15LM26ED L15 32 27

0414-0023-1818 M18x1,5 400 12 30,5 14 90 GE18LM18ED L18 27 32

0414-0023-1822 M22x1,5 400 14 31 14,5 130 GE18LM22ED L18 27 32

0414-0023-1826 M26x1,5 250 16 31 14,5 180 GE18LM26ED L18 32 32

0414-0023-216 M16x1,5 400 12 27 12,5 70 GE12LM16ED L12 22 22

0414-0023-2222 M22x1,5 250 14 33 16,5 130 GE22LM22ED L22 32 36

0414-0023-2226 M26x1,5 250 16 33 16,5 180 GE22LM26ED L22 32 36

0414-0023-2233 M33x2 250 18 34 17,5 230 GE22LM33ED L22 41 36

0414-0023-2826 M26x1,5 250 16 36 19,5 180 GE28LM26ED L28 41 41

0414-0023-2833 M33x2 250 18 34 17,5 230 GE28LM33ED L28 41 41

0414-0023-2842 M42x2 250 20 36 19,5 330 GE28LM42ED L28 50 41
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0414-0023-3533 M33x2 250 18 39 17,5 230 GE35LM33ED L35 46 50

0414-0023-3542 M42x2 250 20 39 17,5 330 GE35LM42ED L35 50 50

0414-0023-4242 M42x2 250 20 42 19 330 GE42LM42ED L42 55 60

0414-0023-4248 M48x2 250 22 42 19 500 GE42LM48ED L42 55 60



Hydynamic Holland BV, Marssteden 28, 7547 TC ENSCHEDE, the Netherlands

Telefoon: +31(0)53-4282048, info@hydynamic.nl, www.hydynamic.nl


